
Mechanical Dimension(mm)

AFT
Bolt-on Fuse

Terminals: Brass/Copper Tin Plated.

Interrupting Rating: 1000A @60V DC  

-40˚C to + 125˚C 

Physical Specification

Interrupting Rating

Environmental Specification

E356490

Electrical Characteristic

Average Time Current Curves

Temperature Rerating Curve

Operating Temperature

AFT

Type

150A

Rating Current

60V DC

Rating Volt

1000A @32V DC  

% of Ampere Rating Opening Time 

100% Min 100hrs

110% Min 4hrs

150% 60~3600 sec

200% 1~100 sec

300% 0.3~15 sec

Rated Current  

30A 2

40A 2

50A 2

60A 2

70A 2

80A 2

100A 2

125A 2

150A 2

200A 2

  Rated Voltage 

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

32V/60V

Color

Orange

Green

Red

Yellow

Brown

Clear

Blue

Pink

Gray

Violet

Terminal Thickness
  I t 

Nominal   Melting 
2

0.4mm

0.4mm

0.4mm

0.4mm

0.4mm

0.4mm

0.4mm

0.4mm

0.4mm

0.5mm

2.5mm

4mm

6mm

6mm

10mm

10mm

16mm

25mm

25mm

40mm

3145

7225

11680

17884
28522

38312

70548

119000

202480

400210

 Test Cable 

Fuse Mounting M5 Threaded Stud And Hex Nuts

Body: Thermoplastic




