
 

  

Environmental Specification

Mechanical Dimension(mm)

  -40°C to +125°COperating Temperature

Electrical Characteristic

 

 

Bolt-on Fuse

Physical Specification

ANG

Part
Number

Ampere
Rating
[ In ]

Voltage
Rating

( V )
 35A

125V DC

 40A
50A

70A
80A
100A
125A
150A
175A

ANG-35

ANG-40

ANG-50

ANG-70

ANG-80

ANG-100

ANG-125

ANG-150

ANG-175

ANG-60 60A

200A
225A
250A
275A
300A

ANG-200

ANG-225

ANG-250

ANG-275

ANG-300

Body Material: Plastic/Ceramic.

Metal Element: Brass/Copper With Gold Plating.

Rated 2.2 In
Current MIN MAX MIN MAXMIN MAX MIN MAX

35A~800A

1.1In
MIN
4
hr

1.5In 2.5In

3600 60 0.8   10   0.2     2
sec

4In

sec sec sec sec sec

325AANG-325

350A
375A
400A
450A
500A

ANG-350

ANG-375

ANG-400

ANG-450

ANG-500

Packaging: 100 pcs/bag
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Temperature Rerating Curve

Average Time Current Curves

11.0±0.2mm

35.2±0.2mm
11.0±0.2mm

60.0±0.2mm

82.0±0.2mm
9.00±0.2mm




