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Bolt-on Fuse ok

*125V DC: UL PENDING

Rated Nominal | Voltage | Wire B Interrupting Rating
Current Melting I’t Rating mm?
A’ Sec (V) . .
G0A 24600 6 Interrupting Rating: 2500A @70V DC
80A aso20 | 0VPC 0 1000A @125V DC
100A 24200 10
125A 41500 | 125v DC 16 Bl Mechanical Dimension(mm)
150A 71400 25
175A 113400 | 70V DC 25 ) 68.6+0.5
200A 193050 35 | )
225A 248800 35 Sz / ™ b
250A 251000 50 o o A —
300A 304000 50 - =
350A 586000 | 70V DC 50
400A 947000 70 29.3%0.5
450A 1231400 70
500A 1680100 70 — ~
= (e}
B Electrical Characteristic QO |
= =
50.840.5
% of Ampere Rating—20=250A___300~500A
MIN | MAX MIN |[MAX Phvsical S ification
o — T — 1aa00l — B Physical Specificatio
Sec | séC ISECINSEE Housing Material: UL 94V-0 Thermoset Plastic.
100% 100 o Color: Black
SeCc | Ssec  secCc | sec ) )
135% 120 | 1800 - | - Terminals: Brass/Copper Tin Plated.
sec | sec sec| sec Packaging: 42 pcs/bag
150% 20 |40 = — . L
sec | seC  sec | sec B Environmental Specification
115 1| 15
200% sec | sec sec | sec Operating Temperature -40°C to + 125°C
350% 03 | 5 05| 5
Sec | seC  sec | sec B Temperature Rerating Curve
600% o1 | 1 Fuse Temperature Rerating Curve
sec | sec__sec | sec
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I Part Numbering System

HMD 150A  70VDC M6

Current in amperes

Type Rating Current Rating Volt

The screw hole is M6
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