
 

Approval
Recognized Component for Canada and U.S.          

Electrical Characteristic

Environmental Temperature at 25°C

Interrupting Rating

50mA~16A:     500 amperes at 250V  DC 

Physical Specification

Body: Ceramic

Terminations: 

Environmental Specification

Operating Temperature

Material  

Packaging  

Vibration

Salt Spray

Insulation Resistance

Resistance to Solder Heat

Thermal Shock

-55°C to +125°C

MIL-STD-202G, Method 201 (10-55 Hz,
0.06 inch, total excursion)

MIL-STD-202G, Method 101, Test Condition B
(48Hrs)

MIL-STD-202G, Method 302, Test Condition A

MIL-STD-202G, Method 210, Test Condition B
(10sec, at 260°C)

MIL-STD-202G, Method 107, Test Condition B
(-65°C to +125°C)

Mechanical Dimension(mm)

Type VF464  

Electrical Characteristic

Silver plated brass caps

3.15  A 0.0214 8.0410

Cartridge Ampere Voltage Nominal Nominal
Catalog Rating Rating Resistance Melting I2t
Number [In] (V) Cold Ohms A2 Sec

 .063 63 mA   0.4901 0.0562

 .800 800 mA  0.1256 0.9412
 001 1  A  0.0773 0.5012
 1.25 1.25 A 0.0582 1.0523
 1.60 1.6 A  0.0458 1.5425
 002 2 A 0.0358 2.4715
 2.50 2.5  A 0.0294 3.6457
3.15  
 004 4  A 0.0175 13.791
 005 5  A  0.0122 23.543

Rated 1In     1.25 In 2 In                 10 In
Current MIN  

50mA~10A

  PendingTUV

12.3±0.4mm 4.45±0.2mm

2.8±0.2mm

 .050 50 mA 0.7161 0.0423

6.30         6.3 A    0.0092 42.187
 008 8  A    0.0046 154.71
 010 10  A  0.0040 178.12
 015 15  A  0.0030 206.12
 020 20  A  0.0027 312.50
 025 25  A  0.0021 429.34
 030 30  A  0.0019 712.41

250 V
 or less

2500 pcs in 178mm dia.Reel.

Surface Mount Fuse

 040 40  A  0.0015 932.51
 050 50  A  0.0012 1616.2

 1ms
MIN  MIN  MAXMAX  

10.1A~100A
1 hr 120 sec 

4 hr 120 sec
 10ms

50mA~100A:     300 amperes at 125V  DC/AC

Fast Acting Square Ceramic

VF464
VF464

VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464
VF464

VF464  .500 500mA   0.2375 0.2153

 060 60  A  0.0010 1869.4VF464

4.45±0.2mm

 070 70  A  0.0009 2100.0
 080 80  A   0.0007 2500.0
 090 90  A   0.0005 2700.0

VF464
VF464
VF464

 100          100  A  0.0003 4200.0VF464

50mA~3.15A:     100 amperes at 350V  AC

100 amperes at 600V  DC

 Gold plated brass caps-G:

50mA~100A

E356490

50A:     300 amperes at 250V   AC

    
  

125 V
 or less




